





Entertainment Lamps

Other applications

c 2 o
3 2 S =)
" 8 g g 3
E £ s g 2 8
= S S 8 £ &
ConstantColor™ - CMH Single Ended GX9.5
H=0> 400 135 GX9.5 CMH400/932/GX9.5 73579 81.00
ConstantColor™ CMH -PAR64
150 95 GX16d CMH150/PAR64/830/GX16D/MFL 88537 46.00
150 100 GX16d CMH150/PAR64/842/GX16D/MFL 88542 46.00
CSS
j:@ 140 85 GY9.5 CSS150/CAP/50 88485 36.00
CSI/CID
400 100 Special CS1400 99-0201 88495 142.00
400 100 Special €51400/622 99-0202 88412 205.00
1,000 80 622 C511000/G22 99-02 88494 186.00
1,000 80 638 CS11000/PAR64/G38 88514 252.00
1,000 80 38 CSI1000/PAR64/HR/G38 99-1422 88513 47700
1,000 80 G22 CID1000/G22 99-0222 88493 223.00
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=== ) Specialist Projector
== 50 12 G6.35 BRLA1/220 12V 050/G6.35-15 18234 270
100 12 6Y6.35 FCRA1/215 12V 14876 2.50
% 150 % 66.35 FCS A1/216 24V Q150/G6.35-15 13598 3.00
250 2% 66.35 EHJ A1/223 24V 0250/G -15 14874 3.00
i@ 400 36 6Y6.35 EVD 36V 400W 41164 6.00
650 240 6295 DYR 650W 240V 26895 9.00
@ 800 230-240 GX9.5 HX185 800W 230-240V 88484 33.00
150 230-240 66.35 A1/248 230-240V 88492 14.00
== 300 230-240 66.35 A1/249 230-240V 88491 18.00
j@%} 500 230-240 GY9.5 AL/244 230-240V 88460 9.00
ConstantColor™ - CMH PAR64 Csl/CID

ConstantColor™ -
CMH Single Ended
GX9.5
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Other applications
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Single Ended Tungsten Halogen
250 24 G6.35 M36 24V 250W GY6.35 88516 10.00
300 230-240 GY9.5 M38 230-240V 88442 11.00
300 120 GY9.5 M38 120V 78343 21.00
500 230-240 GY9.5 M40 230-240V 88468 10.00
Multi-Mirror® Quartzline® Projection - MR11
28 13.8 GZ4 FLT 13.8 28W 25261 9.00
Multi-Mirror® Quartzline® Projection - MR16
50 12 GX5.3 ENL 25475 10.00
85 13.8 GX5.3 DED 13.8V 43950 10.00
150 20 GX5.3 DDL 20V 150W MR16 43537 10.00
150 21 GX5.3 EKE 21V 35200 10.00
250 24 GX5.3 ELC A1/259 24V 37462 8.00
250 24 GY5.3 ELC/500 24V 250W 15377 11.00
360 82 GY5.3 ENX 41705 11.00
42 10.8 GX5.3 EPT 10.8V 41729 16.00

*Diameter 24 mm

Multi-Mirror® Quartzline®
Projection

Photographs and drawings are representative only. For the latest information please see product datasheets.







Specialty Lighting Solutions
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Specialty lamps
@D Health and Safety
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UVC Germicidal T5
4 29 G5 G4 T5 63599 5.00
6 40 G5 G6T5 63601 5.10
8 55 G5 G8T5 63602 5.20
11 37 G5 G11T5 63603 7.20
65 155 Fa8 G64 TS5 63606 24.00
16 54 G5 G16T5 63604 0.10
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UVC Germicidal T8
15 49 G13 G15T8 63607 8.70
25 43 G13 G25T8 63608 8.60
30 98 G13 G30T8 63609 11.50
55 87 G13 G55 T8 HO 63610 16.50
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T8 covRguard™ Polylux XLR™ - G13 Cap
18 589,8 26 F18W/T8/835 CVG 17204 5.90
18 589,8 26 F18W/T8/840 CVG 17205 5.90
36 1199,40 26 F36W/T8/835 CVG 17202 11.50
36 1199,40 26 F36W/T8/840 CVG 17209 11.50
58 1500 26 F58W/T8/835 CVG 99590 730
58 1500 26 F58W/T8/840 CVG 99591 7.20

T8 covRguard lamps can be used both in open and closed fixtures.



Insect control
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Black nght T8 Min. Max. E

15 55 G13 F15T8/BL 368 98447 2.60
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UVA Blacklight Biax™ - Internal Starter

9 60 623 FIBX BL G23 42935 300 =

UVA Blacklight Biax™ L - External Starter
106 2611 F36BX BL 2611 42940 7.00  —

@ Industrial heating
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Quartz Heat
500 120 Slv QH500T3/CL 21788 24.00
500 120 R7S QH500T3/CL/7 21787 24.00
1000 200-220 Slv QH1000T3/CL 22355 24.00
1000 230-250 Slv QH1000T3/CL 22357 29.00
1200 144 Slv QH1200T3/CL 22531 29.00
1200 144 Slv QH1200T3/CL/HT 22532 29.00
1600 230-250 R7S QH1600T3/CL/7 22691 29.00
1600 230-250 Slv QH1600T3/CL 22688 29.00 ==
2000 230-250 Slv QH2M/T3/1CL/HT/VB 15551 38.00
2000 220-250 Slv QH2MT3/CL/VB 18668 38.00
2000 230-250 Slv QH2M/T3/CL/HT 22790 41.00
2000 230-250 CER QH2MT3/CL/HT/R 12716 41.00
2500 460-500 Slv QH2500T3/CL 22838 41.00
2500 460-500 R7s QH2500T3/CL/7 22837 41.00
3650 480 Slv QH3650/CL/5 10872 53.00
3800 550-600 Slv QH3800/CL 22875 53.00
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UVA Biax L Quartz
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Specialty lamps
&) Airfield
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Airfield Lighting
30 6.6A G29.52 Pin EXL 11478 10.00
45 6.6A G29.52 Pin EXM 11482 10.00
45 6.6A Mycalex cap &Prefo- AF6/2 6.6A 45W 88420 16.00
65 6.6A Special Q65T21/2/1/CL 32917 12.50
100 6.6A Mycalex cap & Prefo- AF 6/5T 6.6A 100W 88417 16.00
100 6.6A PK30d Q6.6A100PK30d male 80584 16.00
200 6.6A PK30d Q6.6A200PK30d male 80586 16.00
200 6.6A PK30d Q6.6A200PK30d female 80590 16.00
200 6.6A Special 1" Ribbon Q6.6A/T4/5CL 23857 20.00
200 6.6A D.C.Bay Q6.6AT4/DCR 23860 31.00
200 6.6A Scrw Term Q6.6A/PAR56/3 33279 51.00
200 6.6A Mycalex cap &Prefo- AF7/2 6.6A 200W 88413 14.00
300 20A Mog End Pr GX16d Q20A/PAR56/C 15482 48.00
499 20A Scrw Term Q20A/PARS56/3 23863 48.00
1000 120 (38 Mog BiPost IM T20BP 88525 82.00




Photosynthesis Light for
Horticulture



Horticulture Lamps

Product identification

The following glossary of terms will help you when selecting lamps in this section.
Within each product line, lamps are divided into families - within these families,
lamps are listed by wattage. The Product Description can be used as a quick
reference to each product’s attributes. Where Life or Average Life are stated we
refer to the industry standard definition of how many hours of operation 50% of a
given installation will exceed.

Product description:  Product code: Dimensions: Performance:

Lamp reference - GE SKU code. Choose code In mm. See diagram. This gives an indication of
describes the lamp’s ~ according to pack quanity. the lamp’s brightness and its
main characteristics effect on plant growth.
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400V - E40 Cap

200 36 620 LU400V/600W/PSL/T 43440 43439 292 1245 169 48 E40/45 85,000 1120 Hard Universal

LU 400V / 1000/ PSL/TD/EL

T T

Lucalox™ Double Ended

Dimension details

Lamp Electronic version
voltage

Lamp PhotoSynthesis Lamp
wattage
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230V - E40 Cap
115 2.7 250 LU250W/PSL/T 88665 21.00
110 4.3 420 LU400W/PSL/T 17106 20.00
115 6.0 615 LU600W/PSL/T 17107 30.00
115 7.4 755 LU750W/PSL/T 17108 41.00
400V - E40 Cap
200 3.6 620 LU400V/600W/PSL/T 43440 35.00
200 3.6 620 LU400V/600/PSL/T/EL** 63919 35.00
205 4.4 765 LU400V/750W/PSL/T 43438 48.00
400V - Double ended
1
220-240 4.5 1000 LU400V/1000/PSL/TD/EL** 63921 108.00***
*  Depending on system conditions, lamp power can vary by +2.5%
** Electronic ballast
** 32 bulk pack not 63
GE PHILIPS Osram Sylvania
LU250W/PSL/T Plantastar Inter 250
LU400W/PSL/T MASTER GreenPower 400W EM 230V Plantastar 400 SHP-TS GroLux 400W
LU600W/PSL/T MASTER GreenPower 600W EM 230V Plantastar 600 SHP-TS GroLux 600W
LU750W/PSL/T
LU400V/600W/PSL/T MASTER GreenPower 600W EM 400V SHP-TS GroLux 600W-400V
LU400V/600/PSL/T/EL MASTER GreenPower 600W EL 400V
LU400V/750W/PSL/T

LU400V/1000/PSL/TD/EL MASTER GreenPower TD 1000W EL 400V







www.gelighting.com

and General Electric are both registered trademarks of the
General Electric Company.






